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DC 20591 no later than the date of filing
of the application with the Commis-
sion.

(1) The notification must describe the
equipment, give the manufacturer’s
identification, antenna characteristics,
rated output power, emission type and
characteristics, the frequency or fre-
quencies of operation, and essential re-
ceiver characteristics if protection is
required.

(2) The type acceptance application
must include a copy of the notification
letter to the FAA. The Commission
will not act for 21 days after receipt of
the application to afford the FAA an
opportunity to comment. If the FAA
objects to the application for equip-
ment authorization, it should mail its
objection with a showing that the
equipment is incompatible with the
National Airspace System to: Office of
Engineering and Technology—Laurel
Laboratory, Authorization and Evalua-
tion Division, 7435 Oakland Mills Rd.,
Columbia, MD 21046. If the Commission
receives such an objection, the Com-
mission will consider the FAA showing
before taking final action on the appli-
cation.

(3) The frequency bands are as fol-
lows:

74.800 MHz to 75.200 MHz
108.000 MHz to 137.000 MHz
328.600 MHz to 335.400 MHz
960.000 MHz to 1215.000 MHz
1559.000 to 1626.500 MHz
1646.500 MHz to 1660.500 MHz
5000.000 MHz to 5250.000 MHz
14.000 GHz to 14.400 GHz
15.400 GHz to 15.700 GHz
24.250 GHz to 25.250 GHz
31.800 GHz to 33.400 GHz

(e) Application for notification of
ELTs capable of operating on the fre-
quency 406.025 MHz must include suffi-
cient documentation to show that the
ELT meets the requirements of
§ 87.199(a). A letter notifying the FAA
of the filing of an application for a
grant of notification must be mailed
to: FAA, Spectrum Engineering Divi-
sion, 800 Independence Avenue SW.,
Washington, DC 20591 no later than the

date of filing of the application with
the Commission.

[53 FR 28940, Aug. 1, 1988, as amended at 54
FR 11721, Mar. 22, 1989; 56 FR 11518, Mar. 19,
1991; 57 FR 45750, Oct. 5, 1992; 58 FR 30127,
May 26, 1993; 58 FR 67696, Dec. 22, 1993]

Subpart E—Frequencies

§ 87.169 Scope.
This subpart contains class of station

symbols and a frequency table which
lists assignable frequencies. Fre-
quencies in the Aviation Services will
transmit communications for the safe,
expeditious, and economic operation of
aircraft and the protection of life and
property in the air. Each class of land
station and Civil Air Patrol station
may communicate in accordance with
the particular sections of this part
which govern these classes. Land sta-
tions in the Aviation Services in Alas-
ka may transmit messages concerning
sickness, death, weather, ice conditions
or other matters relating to safety of
life and property if there is no other es-
tablished means of communications be-
tween the points in question and no
charge is made for the communications
service.

§ 87.171 Class of station symbols.
The two or three letter symbols for

the classes of station in the aviation
services are:

Symbol and class of station

AX—Aeronautical fixed
AXO—Aeronautical operational fixed
FA—Aeronautical land (unspecified)
FAU—Aeronautical advisory (unicom)
FAC—Airport control tower
FAE—Aeronautical enroute
FAM—Aeronautical multicom
FAP—Civil Air Patrol
FAR—Aeronautical search and rescue
FAS—Aviation support
FAT—Flight test
FAW—Automatic weather observation
MA—Aircraft (Air carrier and Private)
MA1—Air carrier aircraft only
MA2—Private aircraft only
MOU—Aeronautical utility mobile
MRT—ELT test
RL—Radionavigation land (unspecified)
RLA—Marker beacon
RLB—Radiobeacon
RLG—Glide path
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